


NO TOOLS REQUIRED 

Turbo Mount

Automatic Dogleg

Deployment System

Save time with the fastest and easiest in-wall 

mounting system available. With SixFive 

Turbo Mount technology the doglegs are 

rapidly deployed and automatically adjusted 

to the depth of the mounting surface by 

rotating the levers 90o.  To release the 

speaker simply insert a small screwdriver 

into the holes and twist. There has never 

been a faster, easier and more secure 

mounting system on the market.

SIXFIVE Series Audio is a division of Memphis Audio. Since 

Nineteen Sixty-Five we have been an industry leader in mobile 

audio with a passion for innovation and performance. This love for 

sound led to the development of a complete line of home audio 

products designed from the ground up to deliver unmatched 

performance and value for our customers. SIXFIVE Series speakers 

were engineered with the end user in mind. Beautiful acoustic 

performance, paired with unmatched ease of installation makes 

SIXFIVE series audio speakers the right choice for any project. 

Don’t settle for less, stay true to sound with SIXFIVE Series Audio. 



MODEL FITMENT

RIK8 V802, M802

RIK65 V652, V652A, V652S, M652

RIK65LCR V652LCR, M652LCR

MODEL WOOFER 
SIZE TWEETER RMS &

IMPEDANCE FREQ RESP X-OVER TYPE X-OVER
FREQ SENSITIVITY MOUNTING 

DEPTH
CUT OUT 

SIZE

V802 8” 25MM SILK 
PIVOTING 125W @ 8Ω 40Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

2.5 kHz 91dB 3.76” 9.92”

V652 6.5” 25MM SILK 
PIVOTING 100W @ 8Ω 45Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

3 kHz 91dB 3.39” 8.43”

V652A 6.5”
ANGLED

25MM SILK 
PIVOTING 100W @ 8Ω 45Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

3 kHz 91dB 4.49 8.43”

V652S 6.5”
STEREO

Dual 25MM 
SILK

100W 
@ 4/8Ω 

Selectable
45Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

3 kHz 91dB 3.39” 8.43”

V652LCR DUAL 6.5” 25MM SILK 
PIVOTING 125W @ 8Ω 45Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

3 kHz 91dB 3.27” 14.4” x 7.67”

M802 8” 13MM PEI 
PIVOTING 80W @ 8Ω 50Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

5.5 kHz 91dB 3.76” 9.92”

M652 6.5” 13MM PEI 
PIVOTING 70W @ 8Ω 55Hz - 20kHz 12dB / Octave 

High-pass 7 kHz 91dB 3.5” 8.43”

M652LCR DUAL 6.5” 25MM SILK 
PIVOTING 80W @ 8Ω 55Hz - 20kHz

12dB / Octave 
High-pass

6dB / Octave
 Low-pass

4 kHz 91dB 3.26 14.4 x 7.67

SPEAKERS

ROUGH IN KITS

MODEL SIZE RMS 
POWER FREQ RESP LOW PASS FILTER POLARITY DIMENSIONS SHIPPING 

WEIGHT

VSA10 10” 500w 30Hz - 125Hz 45Hz - 125Hz
12dB / Octave

0° / 180°
VARIABLE 12.2 x 12.2 x 10.75 39.6lbs

VSA8 8” 500w 35Hz - 125Hz 45Hz - 125Hz
12dB / Octave

0° / 180°
VARIABLE 10.1 x 10.05 x 10.05 33.88lbs

MSA12 12” 150w 30Hz - 150Hz 60Hz -180Hz
12dB / Octave

0° / 180°
SWITCHABLE 19.13 x 13.85 x 15.7 38.5lbs

MSA10 10” 150w 30Hz - 150Hz 60Hz -180Hz
12dB / Octave

0° / 180°
SWITCHABLE 18.9 x 12.64 x 15.47 31.9lbs

SUBWOOFERS



Pivoting tweeter allows for proper sound imaging
12dB/octave high-pass and 6dB/octave low-pass crossover
Mylar high-pass capacitors
High temperature woofer and tweeter voice coil wire
Compression style input terminal, up to 8-AWG speaker wire
Front mounted tweeter and woofer level control
Injection polypropylene woofer
Designed to deliver accurate low frequencies
Silk dome tweeter 
Engineered for clear high frequencies with low resonance
Round and square paintable magnetic grilles (LCR rectangle only)
-6/-3/0dB tweeter and woofer adjustment switch
Rough In Kits Available: RIK8, RIK65, RIK65LCR

V802
8” Premium Speaker

V652
6.5” Premium Speaker

V652S
6.5” Premium Stereo Speaker

V652LCR
6.5” Premium LCR Speaker

V652A
6.5” Premium Angled Speaker

VSERIES FEATURES

Square &
Round Grills Included



Pivoting tweeter allows for proper sound imaging
12dB/octave high-pass and 6dB/octave low-pass crossover
Mylar high-pass capacitors
High temperature woofer and tweeter voice coil wire
Compression style input terminal, up to 12-AWG speaker wire
Injection polypropylene woofer
Designed for accurate low frequencies
PEI tweeter
Engineered to produce clear high frequencies with low resonance
Round & square paintable magnetic grilles (LCR rectangle only)
Rough In Kits Available: RIK8, RIK65, RIK65LCR

M802
8” Performance Speaker

M652
6.5” Performance Speaker

V652LCR
6.5” Premium LCR Speaker

M652LCR
6.5” Performance LCR Speaker

MSERIES FEATURES

Square &
Round Grills Included

Square &
Round Grills Included



Class AB Amplifier Technology
500W RMS Power
Line Level Stereo Input
Line Level Stereo pass through outputs
Variable Gain Adjustment
Variable Low Pass Filter 45Hz - 125Hz, 12dB/oct
Variable Polarity - 0°/180°
115V/220V Compatibility
Small footprint sealed enclosure

VSA8
8” Premium Subwoofer

VSA10
10” Premium Subwoofer

VSERIES FEATURES

VSERIES



Class AB amplifier technology
150W RMS power
Line level stereo input
High level input with audio pass through
Variable gain adjustment
Variable low pass filter 60Hz - 180Hz, 12dB/oct
Switch Polarity - 0°/180°
115V/220V Compatibility
Front firing port
Down-firing blue LED accent lighting
Illuminated blue LED subwoofer lighting

BLUE LED ILLUMINATED CONE & 
GROUND ACCENT LIGHTING

MSA12
12” Performance Subwoofer

MSA10
10” Performance Subwoofer

MSERIES FEATURES
VSA8
8” Premium Subwoofer

mseries



www.sixfiveaudio.com
support@sixfiveaudio.com
800.489.2300800.489.2300

A division of Memphis AudioA division of Memphis Audio
Est. Nineteen Sixty-FiveEst. Nineteen Sixty-Five


